
ComfoPipe Plus Rohr

ComfoPipe Plus Bogen

ComfoPipe Plus Muffe

ComfoPipe Plus 160 Adapter 

ComfoPipe Plus 200 Adapter 

Benefits
• Simple installation thanks to self-supporting light components
• Close-fitting and pluggable, robust connections
• Excellent thermal insulation
• Complies with DIN 1946-6 requirements up to 60 mm
• Closed-cell and vapour-tight surface
• Leakage classification up to Class D

 

Article numbers

Description Art. no.

ComfoPipe Plus 160 Tube element L = 940 mm, D = 246 / 160 mm 990 328 700

ComfoPipe Plus 160 Bend 45° D = 246 / 160 mm 990 328 701

ComfoPipe Plus 160 Sleeve D = 286 / 160 mm 990 328 702

ComfoPipe Plus 200 Tube element L = 940 mm, D = 286 / 200 mm 990 328 720

ComfoPipe Plus 200 Bend 45° D = 286 / 200 mm 990 328 721

ComfoPipe Plus 200 Seeve D = 326 / 200 mm 990 328 722

ComfoPipe Plus 160 Adapter for ComfoAir 350 990 328 703

ComfoPipe Plus 200 Adapter for ComfoAir 550 990 328 723

ComfoPipe Plus Connector set for ComfoFond-L Eco 350 left 990 328 740

ComfoPipe Plus Connector set for ComfoFond-L Eco 350 right 990 328 741

ComfoPipe Plus Connector set for ComfoFond-L Eco 550 left 990 328 742

ComfoPipe Plus Connector set for ComfoFond-L Eco 550 right 990 328 743

ComfoPipe Plus External wall grille 160 mm 990 430 584

ComfoPipe Plus External wall grille 200 mm 990 430 585

 

Description
Zehnder ComfoPipe Plus tube system 160 mm (or 200 mm) for standard-
compliant design for outside and exhaust air. The light tube material is sealed 
against steam diffusion. The triple-seal connector pieces ensure a safe and  
air-tight connection. Adhesion of the joint on site is no longer required.  
The tube system comprises a length element of 940 mm (1.000 mm overall 
length), a sleeve for connecting the tube pieces without a connection profile 
and a 45°bend. Unit adapters are available for connecting the ventilation unit. 
Adapters are available to connect to the ComfoAir 350 (550) ventilation unit  
for standard-compliant and air-tight installation. 
The Zehnder ComfoPipe Plus tube system complies with the insulation 
requirements of DIN 1946-6 in a thermal sleeve of up to 60 mm insulation 
thickness with a wall thickness of only 43 mm.

ComfoPipe Plus Tube

ComfoPipe Plus Bend

ComfoPipe Plus Sleeve

ComfoPipe Plus 160 Adapter

ComfoPipe Plus 200 Adapter

Connection system to DIN 1946-6 Zehnder ComfoPipe Plus
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Connection system to DIN 1946-6 Zehnder ComfoPipe Plus
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Dimensions

D1 D2 D3 L L2 L3

Tube element

160 mm 246 mm - 500 mm 440 mm 1.000 mm

200 mm 286 mm - 500 mm 440 mm 1.000 mm

45° Bend

160 mm 246 mm - 60 mm 122 mm -

200 mm 286 mm - 70 mm 130 mm -

2 x 45° Bend

160 mm 246 mm - 192 mm 253 mm -

200 mm 286 mm - 212 mm 272 mm -

Sleeve

160 mm 246 mm 286 mm 60 mm 80 mm -

200 mm 286 mm 326 mm 60 mm 80 mm -
 

Dimensional drawing



Connection system to DIN 1946-6 Zehnder ComfoPipe Plus

TS079 - 3

ComfoPipe Plus Adapter with ComfoAir 350

ComfoPipe Plus Connector set for ComfoFond-L Eco with ComfoAir 350



Connection system to DIN 1946-6 Zehnder ComfoPipe Plus
ComfoPipe Plus Adapter with ComfoAir 550

751.5

438.6
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ComfoPipe Plus Connector set for ComfoFond-L Eco with ComfoAir 550
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Specifications

Material PP - Plastic

Material thickness: 43 mm

λ: 0.035 W/mK

k value: 0.68 W/m²K

Applications: -25°C to 80°C

Fire class: B2

Weight: Tube element 160: 1082g

Tube element 200: 1313g

Bend 160 45°: 205g

Bend 200 45°: 271g

Sleeve 160: 110g

Sleeve 200: 128g

Adapter CA350: 482g

Adapter CA550: 678g

 

Pressure losses

Connection system to DIN 1946-6 Zehnder ComfoPipe Plus

P
re

ss
ur

e 
lo

ss
 [

P
a]

10

8

6

4

2

0
 100 200 300 400 500

Bend 45° 160

Bend 45° 200

2x Bend 45° 160

2x Bend 45° 200

Air volume in m3/h

P
re

ss
ur

e 
lo

ss
 [

P
a]

6 

5 

4 

3 

2 

1 

0
 100 200 300 400 500

Tube element 160

Tube element 200

Air volume in m3/h



Z
_Z

G
IS

_V
11

12
_C

S
Y

_F
LY

E
R

_T
S

07
9,

 e
n_

us
, s

ub
je

ct
 t

o 
ch

an
ge

s

Zehnder Group Deutschland GmbH · International Sales · Almweg 34 · 77933 Lahr · Germany

T +49 7821 586-392 · F +49 7821 586-406

international.sales@zehndergroup.com · www.zehnder-systems.com


